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1. LOT LINE & TOPOGRAPHIC INFORMATION FOR 556 POST ROAD EAST
TAKEN FROM PROPERTY AND PARTIAL TOPOGRAPHIC SURVEY
PREPARED BY REDNISS & MEAD DATED APRIL 20, 2017.
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T-1.0 COVER SHEET
C-1.0 SITE DEVELOPMENT PLAN
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C-21 EROSION AND SEDIMENT CONTROL NOTES
C-3.0 CONSTRUCTION DETAILS (1 OF 2)
C-3.1 CONSTRUCTION DETAILS (2 OF 2)
L-1.0 LANDSCAPE PLAN
LEGEND
EXISTING SYMBOLS: PROPOSED SYMBOLS:
O Iron Pin (Found) & (YD) Storm Yard Drain
O Monument (Found) @ (MH)  Storm Drain Manhole
() Manhole N (CB) Catch Basin
] "C" Catch Basin O (SSMH) Sanitary Sewer Manhole
1 .
TP% Utility Pole A Perc Test Hole Location
Ly Light Pole P-1 & Number
WG Water Gate 4 Deep Test Hole Location
© DTH-1 & Number
GV Gas Valve
GOM @ Proposed Well
O Gas Meter
(W) Existing Well

EXISTING LINETYPES: PROPOSED LINETYPES:

N — Proper‘ty Line S Sanitary Sewer
S Sanitary Sewer Line E Electric Service
E U/G Elec. Line .
w Water Service
W Water Line
T U/G Telephone Service
OH Overhead Utilities E/T Electric/Telephone Service
T U/G Tele. Line : . Primary Septic
E/T U/G Electric/Telephone —— — — —
Line — == —= —— — Reserve Septic
Wood/Chain Link Fence [ ] Retaining Wall
oo > > > > > Stone Ret. Wall
[20] Contour (Major)
— — 20— —— Contour
WE#3 W4 20.1 | X Spot Elevation
A £\~ Wetland Limit
= = sr—r—r—r—r— Sjlt Fence (GSF)
200 Spot Elevation Wood/Chain Link Fence

—— —— Watercourse Limit

Construction Fence
TN VT N Vegetative Buffer

Drainage Line

——owue —mwwe ——  Town/City Line
- .. — i WF#3 WF#4 .
25 Year Flood Line %\ &\ Wetland Limit (Flagged)
_ . —— 100 Year Flood Line
- FL FL— FEMA Flood Line

— A A A A Floodway Boundary

wwv — Mean High Water
ciu — Coastal Jurisdiction Line
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ZONING DATA

ZONING DISTRICT: GBD / RESIDENTIAL

PROPOSED USE: CAR DEALERSHIP
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2
()
2
S0 A
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LOCATION MAP

(NTS)

DIMENSIONAL REQUIRED/ALLOWED EXISTING PROPOSED CONFORMS
GBD: 32.242 SF
LOT AREA (MIN.) 30,000 SF RES. A:10,278 SF NO CHANGE Y
TOTAL: 42.520"
GBD: 32.6% / 10.515 SF -33.0% / 3
BUILDING COVERAGE (MAX. o e o g 5 1/ 5.815 SF* N #- 10.0105F 2 Y
' AGE AT RES. A:15%/1,541.7sF | RES.A:56.6%/3.813SF | RES. A:56.6%/ 5.815 SF
TOTAL:38.4% /16,330 SF | TOTAL:38.7%/16.455SF
: GBD: 0.40/ 12,911 SF?
GBD: 0.25 / 8,060.5 SF
FLOOR AREA RATIO (MAX) RES. A-N/A ’ RES. A:0.57 /5814 SF NO CHANGE® E's
o TOTAL: 0.44 /18,725 SF
259% OF FIRST FLOOR
2ND FLOOR AREA (MAX.) ° . N/A 3,600+ SE* Y
4,082.5SF
FRONTAGE (MIN.)
POST ROAD EAST GBD: 150" 160' NO CHANGE Y
RES. A ZONE RES. A:50' 230’ NO CHANGE Y
SETBACKS (MIN.)
FRONT
POST ROAD EAST 34.6' (TO OVERHANG) 36.5' (TO BUILDING)’ X
RAYFIELD ROAD 30' 13.2' (TO OVERHANG) 15.3' (TO BUILDING)’ Y
SPICER ROAD 12.0' (TO OVERHANG) NO CHANGE Y
SIDE 15' 17.6' (TO BUILDING) NO CHANGE Y
? ] GBD: 25' GBD: 20'+ GBD: 25" ;
AUHDING HEWHT (MAX) RES. A:35' RES. A: 20'+ RES. A:20' ¥
GBD: 2 STORIES GBD: 1 STORY GBD: 2 STORIES®
. Y
el RES. A: 2.5 STORIES RES. A: 1 STORY RES. A: 1 STORY
PARKING 87 SP. 23 sp.1° NO CHANGE 'S
NOTES:

1
2
3
4
5
6.
-
8
9
1

SEC. 6-6.2: MIN. 30,000 SF, A PORTION OF WHICH LIES IN EACH OF THE GBD AND RES. A ZONES.
. PRE-EXISTING NON-CONFORMING.
.SEC.6-6.2.1: ADDITIONAL COVERAGE PERMITTED TO ACCOMMODATE NEW ENTRYWAYS.
. SEC. 6-6.2.2: EXEMPTIONS FOR INTERNAL VEHICULAR DROP-OFF AND FIVE 9'x18' DISPLAY VEHICLES. (EXEMPT SPACE RECAPTURED ON 2ND FLOOR)
. SEC. 6-6.2.3: RELOCATION OF EXEMPT FIRST FLOOR AREAS ;: PROPOSED SECOND FLOOR "AREA"INCLUDES ATRIUM.

SEC. 6-6.2: MIN. 150' OF FRONTAGE ON POST ROAD.

. OVERHANG REMOVED: 2" ADDED FOR NEW FACADE.
. BUILDING HEIGHTS MEASURED FROM FINISHED SHOWROOM FLOOR. DISTANCES FROM AVERAGE GRADE WILL BE LESS.
. SECOND FLOOR ADDITION LOCATED ON POST ROAD EAST SIDE OF BUILDING ONLY.
0. 23 CUSTOMER SPACES WILL BE MAINTAINED ONSITE.

PROPOSED SITE IMPROVEMENTS FOR AN EXISTING CAR DEALERSHIP
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GENERAL NOTES

1.

EXISTING FEATURES SUCH AS BUT NOT LIMITED TO WALKS, CURBS,
AND PAVEMENT DAMAGED BY CONSTRUCTION ACTIVITIES SHALL BE
REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE

OWNER.

THE CONTRACTOR SHALL CONTACT MR. VINCENT HANCHURUCK,
TRANSPORTATION ENGINEER 3, DISTRICT SURVEY UNIT, AT (203)
389-3112 PRIOR TO ANY CONSTRUCTION WITHIN THE STATE

RIGHT-OF-WAY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL ENGINEERING
COSTS SHOULD THE CTDOT BOUNDARY/SURVEY MARKERS BE

DISTURBED OR DAMAGED.

POST

PROPOSED TYPE 4E
SIDEWALK RAMP

INSTALL 12"

ROAD

US. R

OUTE 1

4. IN THE EVENT THE DEPARTMENT DETERMINES THE SUBJECT CTDOT WHITE STOP BAR (SEE DETAIL)
BOUNDARY/SURVEY MARKERS NEED TO BE REPLACED DUE TO THE
PROPOSED DEVELOPMENT, THE DEPARTMENT WILL FURNISH NEW INSTALL 6"
MONUMENTS, WHICH THE CONTRACTOR WILL BE REQUIRED TO PROPOSED INSTALL CONCRETE CURB
INSTALL UNDER THE DIRECTION OF A CONNECTICUT LICENSED CONCRETE APRON 30" STOP SIGN PROPOSED TYPE 4 PROPOSED TYPE 4E
SURVEYOR. PROPOSED TYPE 4E R1-1 (31-0552) EX. LIGHT POLE SIDEWALK RAMP SIDEWALK RAMP
SIDEWALK RAMP TO REMAIN (SEE DETAIL) (SEE DETAIL)
5. ALL CONSTRUCTION WITHIN THE CTDOT R.O.W. INCLUDING SIGNAGE (SEE DETAIL)
AND PAVEMENT MARKINGS SHALL CONFORM TO THE STANDARD ,
SPECIFICATIONS OF CTDOT FORM 817. EX. LIGHT POLE PR. VOLVO Egi’,@%ﬁi'é ngE”\?vEALK
TO REMAIN SIGN

6. THE CTDOT BOUNDARY/SURVEY MARKERS SHALL BE VERIFIED AND
ACCEPTED BY THE DISTRICT 3 SURVEY UNIT PRIOR TO RELEASING LIMIT OF NEW CURB
THE ENCROACHMENT PERMIT BOND. AND SIDEWALK GRASS STRIP-

N 54°0350" W S 540330 Eg — 1 760.07 &

7. NO CTDOT BOUNDARY/SURVEY MARKERS WERE FOUND WITHIN THE — e [ o | c—— g
PROJECT LIMITS. 170.05' TO DRILL HOLE FOUND “’% \

8. ALL SIGNAGE POSTS SHALL BE INSTALLED IN ACCORDANCE WITH THE

TDOT STANDARDS SHEET 39. \
CcTDoT S S 39 INSTALL 4" WHITE /
- — — — PROPOSED /]

9. 12" WIDE WHITE STOP BARS SHALL BE INSTALLED IN ACCORDANCE CENTERLINE | ® CAVEMENT e .'33

WITH THE SECTIONS IN CTDOT FORM 817. \
| S ~5 MARKING PROPOSED

10. NEW PAVEMENT MARKINGS SHALL BE PAINTED WITH EPOXY RESIN _// 5 1 To0.4) |, CONCRETE APRON
PAINT IN COMPLIANCE WITH THE STATE OF CONNECTICUT ©) PROPOSED 11' DRIVE AISLE P @

DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR , //_ . : PROPOSED TYPE 4G
ROAD, BRIDGES AND INCIDENTAL CONSTRUCTION FOR 817 SECTION 18— INSTALL SIDEWALK RAMP
12.10, AS REVISED. f ONE WAY SIGN 4 —————5-WIDE CONGRETE WALK—— —— ——— (SEE DETAIL)

@ = R6-1 (31-1177(L)) /J]’ { ! )

11. NEW SIGN MATERIAL AND SHEETING SHALL BE MADE OF REFLECTIVE INSTALL 30" DO —— | L

MATERIAL IN COMPLIANCE WITH FORM 817 SECTION 12.08, AS STANDARD SPACE - — PR. WOOD PLANK

NOT ENTER SIGN co
REVISED. TYPE | REFLECTIVE SHEETING SHALL BE USED FOR SIGNS o x 18 \I\\. ® RE-1 (311100) | DECORATIVE
WITH WHITE BACKGROUNDS. TYPE Il REFLECTIVE SHEETING SHALL BE (TYP.) CONCRETE WALKWAY|
USED FOR SIGNS WITH COLORED BACKGROUNDS EXCEPT FOR SIGNS A PROPOSED TYPE 4E x | ~— LIMIT OF PR.
WITH RED BACKGROUNDS THAT SHALL BE TYPE 8 OR 9 REFLECTIVE ' SIDEWALK RAMP = | ENTRANCE CANOPY
SHEETING. : © (SEE DETAIL) 2 :, E))\(/IS;LTA?NEOT%FBE i l

—

12. ANY DAMAGE TO THE EXISTING CURB, SIDEWALK, OR ANY OTHER CAR DISPLAY SPACE REMOVED ! - .
HIGHWAY APPURTENANCES DURING CONSTRUCTION OF THE (TYP) —e @ @ | / / / ' INSTALL 6
PERMITTED SITE WILL BE REPLACED BY THE CONTRACTOR AS S | PROPOSED 2ND STORY | 15* CONCRETE CURB
DIRECTED BY DISTRICT Il PERMIT SECTION AT NO COST TO THE STATE © I 275" . ADDITION TO EXISTING BUILDING —rlv PROPOSED VEGETATED
OR OWNER. « 1 / (REFER TO ARCHITECTURAL | < ||¥ SWALE IN PLANTED AREA

' L QY

13. ALL WORK WITHIN THE STATE RIGHT-OF-WAY WILL COMPLY WITH - —— T /I/ DRAW'T‘,&%E%?%%?J)T IONAL q-| < |13
FORM 817 WITH THE LATEST SPECIAL PROVISIONS AND TYPICAL ® @ f 18" | | g |13
STATE STANDARD DETAILS. | T @% = 11 = PROPOSED 5' WIDE

- — — | | < CONCRETE SIDEWALK

14. A PERMIT ISSUED BY DISTRICT Il CTDOT IS REQUIRED BEFORE ANY | T |y 0
WORK COMMENCES WITHIN THE STATE RIGHT-OF-WAY. @ . H

15. ALL PAVEMENT STRIPING AND REPLACEMENT NOT WITHIN THE STATE T <
RIGHT-OF-WAY SHALL CONFORM TO THE TOWN OF WESTPORT DPW D) @ 1203 ‘

STANDARDS. { NOTE: 6 PARKING SPACES
BENCHNARK - ARE WITHIN THE BUILDING. O
SIGN LEGEND EL - 10456 N /
I INSTALL
MILL AND PAVE ) oC
SIGN No. ®) PARKING LOT —>| 80" STOP SIGH PROPOSED TYPE 4G
R1-1(31-0552) | Bl 558 SIDEWALK RAMP
L INSTALL WHITE do= B Nk (SEE DETAIL)
PAVEMENT ARROWS Clip=g : 2
@ 31-0536 — > INSTALL WHITE —1 ) PROPOSED TYPE 4E
IS PAVEMENT ARROW 0O (SS!EEV;/Q#'ZIFL‘)AMP
! @ @ INSTALL ——
= 30" STOP SIGN —l
R1-1(31-0552)
| LL
N _|_ - #556 POST ROAD EAST ) N
m 31-1177(L) @ ® existing 1 story 27.7
0 i | masonry building
sI'—m———+ — — ;
& ,LL//_ INSTALL 6
o
2 | | @ CONCRETE CURB
[e2]
2l =+ K
DO NOT ! | @@ | @ PROPOSED 5' WIDE
@ ) 31-1109 < CONCRETE SIDEWALK
t ENTER | @ | PROPOSED TYPE 4G
. SIDEWALK RAMP
PR.8 x 16 - . (SEE DETAIL)
DUMPSTER
PARKING TABLE ENCLOSURE

CUSTOMER SPACES (9'x 18") DISPLAY SPACES I

TOTAL CUSTOMER TOTAL DISPLAY

INSTALL WHITE
PAVEMENT ARROW

SPACE NUMBERS ON SITE PLAN SPACE NUMBERS ON SITE PLAN

PARKING SPACES PARKING SPACES

3-5; 27-40; 6 INTERIOR PARKING

23 SPACES
SPACES WITHIN THE BUILDING )

1-2;6-26; 41-47 30 SPACES

NOTES:

1. DISPLAY PARKING SPACES SHOWN ON SHEET C-1.0 "SITE DEVELOPMENT PLAN" ARE FOR ILLUSTRATION PURPOSES
ONLY AND WILL NOT BE STRIPED IN THE FIELD. STANDARD CUSTOMER PARKING SPACES SHALL BE STRIPED AS
DEPICTED ON THE PLAN.

GREEN SCREEN
PARAPET WALL TO
SCREEN MECHANICALS

EAST

GENERAL BUSINESS DISTRICT (GBD) ZONE

J

INSTALL WHITE
PAVEMENT ARROW !

PORTION OF EX. FENCE
TO BE REMOVED

— INSTALL
12" WHITE STOP BAR

RELOCATE EX. STOP SIGN \

‘!\ [ S 47°21'40" W

21.29'

\— N 65°37'40" W

5.96'

S 59°37'20" W
8.54'

PR. FENCE AND
GATE TO TIE
INTO EXISTING

PROVIDE CONCRETE SPLASH PADS

RESIDENTIAL A ZONE

AT EXISTING DOWNSPOUT LOCATIONS

(TYP.)

INSTALL
30" STOP SIGN
R1-1 (31-0552)

PROPOSED TYPE 4E
SIDEWALK RAMP
(SEE DETAIL)

INSTALL 6"
CONCRETE CURB

CONTRACTOR TO PROTECT AND REESTABLISH
CHD MONUMENTS ALONG FRONTAGE CONTACT
MR. VINCENT HANCHURUCK DISTRICT 3 SURVEY
SECTION AT 203-389-3112

SCALE IN FEET

?
0 20 40 60

NOT FOR CONSTRUCTION

FOR REVIEW AND APPROVAL
BY PUBLIC AGENCIES ONLY
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———t

N 54°03'30" W
170.05' TO DRILL HOLE FOUND

BENCHMARK
MAG NAIL
EL. =104.56

N 35°40'30" E

POST

INSTALL CHAIN LINK FENCE AT
START OF CONSTRUCTION
(TYP.)

PROPOSED SILT FENCE

ROAD
US. ROUTE 1

BACKED W/ HAYBALES
N 2 S54°0330"E — 160,01
.§ 50! e | com—— _ wwmy q -— — .'.'.u.‘
X X X X X X X X 834

0%

PROPOSED SILT FENCE
BACKED W/ HAYBALES

| \Q{L

= STOCKPILE
AREA

(=@ O = 8 = 0= 8w &lw ¢

#556 POST ROAD EAST
existing 1 story
masonry building

______________ — & PROPOSED
i CONSTRUCTION
] ENTRANCE
< | |
| 02 ~— LIMIT OF PR.
| EXISTING ROOF L] | ENTRANCE CANOPY
M OVERHANG TO BE |
| REMOVED ! |
L
‘ | oos W
| PROPOSED 2ND STORY |
ADDITION TO EXISTING BUILDING by
? | (REFER TO ARCHITECTURAL | B
| DRAWINGS FOR ADDITIONAL i 3
INFORMATION) 3
? , H’ | | =
| ﬁ
o0—
| | |
| O
N v
e
102.8
x é _’\> g’jx
—>

E

OV

RAYFIELD

EAST

GENERAL BUSINESS DISTRICT (GBD) ZONE

GREEN SCREEN
PARAPET WALL TO
SCREEN MECHANICALS

i M S47°21'40" W

f 21.29'

S 59°37'20" W
8.54'

\— N 65°37'40" W

5.96'

RESIDENTIAL A ZONE

SCALE IN FEET
?

0 20 40 60

NOT FOR CONSTRUCTION

FOR REVIEW AND APPROVAL
BY PUBLIC AGENCIES ONLY

iy,

\‘“muuu'l
A

1,
Sw L,

A RN
FaQ0 S5
S& %
: a';“ga,;’t;f G\ 22
S5 S{ha)RE 2E
2326 IIRESE
‘-,:Bv;-.-ra A Sas
OTRANT BN
””//:‘I w ?Q:\?‘\\\\
iy, \ WA

1%}
=
z
w
=
>
o
[}
L
| w
<| O
%)
nl|l 2
o
w
o
o
w
2]
>
L
4
]
<
[ e
= z
N
N RZ
- =
w
14
=] o
o £ c e
C >+« 0 o
T 0C ¢
O3>0 g ©
[0 € c -—
o c 2 = =
5P I 2
C CT @S c
SUl € c o
8 .8 GC Q
D_°6_I§q) 8
0 8oy £ [3)
= = c &) I
N o= o =
=] hel
598 o= € c
cNcmO @
O L T ®
dgwWss o
£ — 0= L
DE® 3]
cg‘soe £
woa2=s
=S8 E2
22EG5 0O
OQuwwa o

Westport, Connecticut 06880 e 203-454-2110

518 Riverside Avenue

PROPOSED SITE IMPROVEMENTS FOR AN EXISTING CAR DEALERSHIP

SOIL EROSION & SEDIMENT CONTROL PLAN
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GENERAL EROSION AND SEDIMENT CONTROL NOTES

10.

11.

12.

13.

14.

LAND DISTURBANCE WILL BE KEPT TO A MINIMUM; RESTABILIZATION WILL BE
SCHEDULED AS SOON AS POSSIBLE.

SILT FENCE WILL BE INSTALLED ALONG THE TOE OF ALL CRITICAL CUT AND FILL
SLOPES, SOIL STOCKPILE AREAS, AND IN THOSE AREAS SHOWN ON THE PLAN.

ALL EROSION AND SEDIMENT CONTROL MEASURES WILL BE CONSTRUCTED
IN ACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS OF THE STATE OF
CONNECTICUT GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL. 2002.

EROSION AND SEDIMENT CONTROL MEASURES WILL BE INSTALLED PRIOR TO LAND
DISTURBANCE WHENEVER POSSIBLE.

ALL TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE
PROPERLY MAINTAINED UNTIL STABILIZATION HAS BEEN ACHIEVED.

ADDITIONAL CONTROL MEASURES WILL BE INSTALLED DURING THE CONSTRUCTION
PERIOD IF NECESSARY OR REQUIRED. A MINIMUM OF 50 FEET OF SILT FENCE
SHALL BE STORED AT THE SITE FOR EMERGENCY USE.

ANY EXCAVATIONS THAT MUST BE DEWATERED WILL BE PUMPED INTO AN ACTIVE
DRAINAGE SYSTEM OR DISPERSED IN AN UNDISTURBED FIELD AREA. THE INLETS OF
ALL PUMPS ARE TO BE FLOATED A MINIMUM OF 24 INCHES OFF THE BOTTOM

OF THE EXCAVATION.

WATER AND CALCIUM CHLORIDE SHALL BE APPLIED TO UNPAVED ACCESSWAYS TO
PREVENT WIND GENERATED SEDIMENTS AND DUST.

DEBRIS AND OTHER WASTES RESULTING FROM EQUIPMENT MAINTENANCE AND
CONSTRUCTION ACTIVITIES WILL NOT BE DISCARDED ON-SITE.

SEDIMENT REMOVED FROM CONTROL STRUCTURES WILL BE DISPOSED OF IN A
MANNER WHICH IS CONSISTENT WITH INTENT OF THE PLAN.

SILT FENCES SHALL HAVE SEDIMENT REMOVED WHEN THE DEPTH OF THE
SEDIMENT IS EQUAL TO /4 TO % THE HEIGHT OF THE FENCE. FENCES SHALL BE
PROPERLY INSTALLED AND RIPPED FENCE OR BROKEN POSTS REPAIRED AS SOON
AS PRACTICAL.

ANTI-TRACKING PADS AND GRAVEL CHECK DAMS SHALL BE REPLACED WHEN VOID
SPACES ARE FULL OR STRUCTURES ARE BREACHED, AS APPLICABLE.

TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED AND THE SOIL
SURFACE STABILIZED WHEN CONSTRUCTION IS COMPLETE AND THE SOIL
SURFACES ARE PERMANENTLY STABILIZED. STRUCTURAL COMPONENTS SHALL BE
CLEANED OF ALL SEDIMENT UPON COMPLETION OF CONSTRUCTION.

THE OWNER IS ASSIGNED THE RESPONSIBILITY FOR IMPLEMENTING THIS EROSION
AND SEDIMENT CONTROL PLAN. THIS RESPONSIBILITY INCLUDES INSTALLATION AND
MAINTENANCE OF CONTROL MEASURES. INFORMING ALL PARTIES ENGAGED ON THE
CONSTRUCTION SITE OF THE REQUIREMENTS AND OBJECTIVES OF THE PLAN,
NOTIFYING THE PLANNING AND ZONING COMMISSION OF ANY TRANSFER OF THIS
RESPONSIBILITY, AND FOR CONVEYING A COPY OF THE EROSION AND SEDIMENT
PLAN IF AND WHEN THE TITLE OF LAND IS TRANSFERRED.

CONSTRUCTION SEQUENCE

PHASE |: PREPARATION

1.

3. REMOVE/DEMOLISH PORTION OF EXISTING BUILDING. REMOVE EXISTING PAVEMENT ONLY AS
NECESSARY TO PROCEED WITH EACH PHASE OF CONSTRUCTION.

PHASE Il

1. REMOVE/DEMOLISH PORTION OF EXISTING SALES PORTION OF THE BUILDING.

2. CONSTRUCT BUILDING, CURBING, AND SIDEWALK WITHIN AREA SURROUNDING THE ADDITION.

3. INSTALL CURBING AND PAVEMENT ALONG POST ROAD EAST AND IN NORTHERN DISPLAY
PARKING AREA.

PHASE llI:

1. CONSTRUCT IMPROVEMENTS TO THE BUILDING FOR SERVICE AND PARTS.

2. INSTALL CURBING AND SIDEWALK ALONG RAYFIELD ROAD.

PHASE IV:

1. FINAL GRADING OF SUBGRADE WITHIN PARKING LOT.

2. PAVE PARKING LOT.

3. SEED & MULCH DISTURBED AREAS AND INSTALL LANDSCAPING AS SOON AS POSSIBLE.

PHASE V:

1. MAINTAIN ALL SEDIMENT AND EROSION CONTROLS IN AN EFFECTIVE CONDITION DURING THE
ENTIRE CONSTRUCTION DURATION.

2. CLEAN EFFECTED PORTION OF ON & OFF SITE ROADS AND DRIVEWAYS.

3. REMOVE ACCUMULATED SEDIMENT FROM EFFECTED AREAS AND DISPOSE OF LEGALLY.

INSTALL TRACKING PAD FOR CONSTRUCTION ENTRANCE AND SILT FENCE BACKED WITH
HAYBALES.

INSTALL SECURITY FENCE AS SHOWN ON THE PLANS.

REMOVE TEMPORARY SEDIMENT AND EROSION CONTROLS.

STABILIZE
STOCKPILE

MATERIAL
MAINTAIN 1'-0" SEPARATION
BETWEEN SILT FENCE AND
STOCKPILED MATERIAL

FENCE \ Ao o ooooooroooroooorooos

5%
K
o0
<
X2
ot
Q
XX

X
2%

X
o
S

STOCKPILE DETAIL

(NTS)

30" MIN.

1-1/2" SQUARE
/ HARDWOOD STAKE
PLACED 10' O.C. MAX.

FABRIC FASTENED
/ TO STAKE

ANGLE 10° UPSLOPE
GROUND
_SLOPE

SWW

- FILTER FABRIC

l|\ BURY END OF

GEOTEXTILE SILT FENCE

(NTS)

1-3/4" x 1-3/4"
OAK STAKE PLACED
10' O.C. MAX.

FASTEN FILTER
FABRIC FENCE
TO WOODEN POST

2" X 2" WOODEN z
STAKE =
STACKED HAYBALE =
ANGLE 10° UPSLOPE
> —= GROUND
0|2
-|= EXTEND F.F. FENCE
4 6" INTO SOIL AND
CURL TOWARD SLOPE

SILT FENCE W/ HAY BALES

(NTS)

50'-100' LENGTH

GRADATION SHALL BE DOT PAVED ROAD

No. 3 OR ASTM C-33 No. 3 6" MIN.
——— ACCESS —— r

\ INSTALL SUB-BASE OF FREE DRAINING BACKFILL
OR ROAD STABILIZATION GEOTEXTILE AS
NECESSARY ON UNSTABLE SOILS

STRIPPED GROUND LINE
(REMOVE TOPSOIL AND
ORGANICS PRIOR TO
CRUSHED STONE PLACEMENT)

10" MIN. RADIUS

ACCESS ROAD 12 MIN PAVED
TO WORK AREA ' ROAD

AT

CONSTRUCTION ENTRANCE

(NTS)

NOT FOR CONSTRUCTION

FOR REVIEW AND APPROVAL
BY PUBLIC AGENCIES ONLY
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i CROSSWALK - =
Form 817 Construction Notes  SIDEWALK CURBING I ¥ (610) DETECTABLE : SRRy |8
! 11 A B i |
All work within the State right-of-way will comply with Form 817, “The State of Connecticut \L(OPTIONAL) V’\ | WARNING | =
Department of Transportation Standard Specifications for Roads, Bridges and Incidental v v v o | gH[R)BII"\:\GIDCAST | CURBING R 8
Construction “ with the latest Special Provisions and Typical State Standard Details. In any case L L v WITH RAMP | < } i
where the construction is not specifically detailed in the Form 817, the work will be completed | SIDEWALK
as directed by the Engineer or District Permit Section Representative. . APPROACH VN VN
X PLAN
Removal of pavement markings along state roadways shall be completed by a non-destructive 3:' 1.5%
method in compliance with the State of Connecticut Department of Transportation Standard § % OEII"%\‘AL P
Specifications for Road, Bridges, and Incidental Construction Form 817 Section 12.11 as revised. NZ SIDEWALK 8 7.1% Apfg?;é’jgm [J";?["Eg;"gn';mﬂf*s 141(13) ( AT &
EXPANSION =
—= APPROACH 6 [ J0INT N R= 128 [(52) >
New Pavement markings shall be painted with epoxy resin paint in compliance with the State of o) 106y BITCH '\ fRE(B)
< ) ' opngJ MNAL | 1
Connecticut Department of Transportation Standard Specifications for Roads, Bridges, and — —~ — (OPTIONAL) : N /
Incidental Construction Form 817 Section 12.10 as revised. / /"/ X | o2 /
A 2' (610) ! = £ s O
= " -
New sign material and sheeting shall be made of reflective material in compliance with State of - X o "e\, L OBSTRUCTION \?VEEI&I-:-\IAGBLE E g SAUEMERT
v 3 XS & -
Connecticut Department of Transportation Standard Specifications for Roads, Bridges, and —_—— 6‘,5,6:(?0){% OR R.O.W. BUILDING ff“’
Incidental Construction Form 817 Section 12.08 as revised. Type 1 Reflective Sheeting shall be v / <(>\v’o 174( / o i
used for signs with white background , Type 3 Reflective Sheeting shall be used for signs with CURBING 1.5% < ! ==
colored background except for signs with red background that shall be Type 8 or 9 Reflective 2' (610) LSV / . ——?—I—
Sheeti - ¢ ? . Ly DETECTABLE | = (178)
S WARNING = \ ELEVATION "%
CURBING CAST AND X OPTI7°_ ';'(;OL RAMP / \ —_— SECTION / A
All signs and pavement markings installed within the State Right of Way must conform to the PAID WITH RAMP SINGLE DIRECTION CURBING OPTIONAL CURBING _ _'.'
“Manual on Uniform Traffic Control Devices” and the |atest State of Connecticut Catalog of Signs PERPENDICULAR SIDEWALK RAMP / gﬁ% l(\_ll\_lﬁ) )P?[EDN;:IEEI—:D
asmdssil W/ UTILITY GRASS STRIP (TYPE 4e) DA A S A RAME_(TYPE 4)
Any damage to the existing curb, sidewalk or any other highway appurtenances during the / / CONCRETE CURBING TYPICAL DETA”_
development of the permitted site will be replaced by the contractor as directed by the District (NTS)
3 Permit Section at no cost to the State.
HANDICAP PARKING SIGN SET 17— /—1 R 2-5_ 6D"1|(:(]|'§%§I"1E)DOR
IN 4" STEEL PIPE BOLLARD
— MOUNT SIGN TO POST WITH _qu
(CONCRETE FILLED) 3 / 2 1/4" CARRIAGE BOLTS R=17(25) 3- 0" | 3'- 6"
RESTRICTED CONDITION (914) (1067)
H.C. ACCESSIBLE SIDEWALK I~ 2"HIGH DARK
AT ST < RFI’EEFI{EKRI\'{‘I(EBD COLORED LETTERS DIAGONAL SIDEWALK RAMP 4" MAX. N (111§f(/)1/6)"/f'—|' /’2% MAX. __| (Bé')
— (s] 7
—‘—2 CosTsUgsUgT = 2T, [F————— VAN ACCESSIBLE (TYPE 4g) (102) % ! 5 —
24" 5069595050 vaNAccEsSiBLE HANDICAP PARKING SIGN L — o -8l ESEY
-+ 00000 S (humti ] T 12" DARK s o T R, 11—2757(65) . IS S
o 4 e gt O ] 5 O o % oli_’.‘
COLORED BORDER %\ =g e oS Qgg %%&%5"000 = 19
a kb 12 w0l 9
E: ARSI BRBCG LAY ®I]
" 2"
PAVEMENT 2 |‘
: 4" STEEL PIPE BOLLARD SAWCUT EXISTING iriandatainl (50) | g~ (50)
" e — o X : PAVEMENT TO WELDED STEEL WIRE FABRIC
el AN T e BTG SUBBASE | -1 M —} 203 508 Toma0n)
CENTERLINE TO CENTERLINE . 7 =4 =4 =4 =4 =4 = : CLASS "C" CONCRETE W4 x W4 (MW26xMW26)
ne & — DO _ 0O _ 0O -0 _0 -0 © © © 0.45" MIN. SEE NOTE 3
2" SQ. OR RND. STEEL O O O O O O (] " GRANULAR FILL
(e OR ALUMINUM POST DO 000070 © b OO | REPLACE
— o"o”0"o0%0"0%q [@© £X THryor PN | BXISTNG CONCRETE DRIVEWAY RAMP
4" WIDE PAINTED ) D O O O O O O © © @_l_ ©% _\ | 0.9" MIN. : PAVEMENT TS,
//_ STRIPE (WHITE) 24 H O o O o O o O o O o O o g (I B 1.4" MAX. TE?(I“Q%CGH
: 0.65" MIN. "‘
g \ }OOOOOOOOOOOOC
DOME SPACING DOME SECTION
L 8" RND. X 18" DEEP O_O_O_O_O_0O_4d CURB CUTBACK
_1 CONC. BASE D . O _ O O _O_O_ O (NTS)
5-0" 10'-0" —
8- 0" (VAN) 8- 0" (VAN) NOTES:
1.  SIGNAGE TO CONFORM TO
T DOT STANDARDS TACTILE STRIP TYPICAL DETAIL

HANDICAP PARKING SPACE LAYOUT

VAN ACCESSIBLE

HANDICAPPED PARKING SIGN

(NTS)

(NTS)

WIDTH AS SHOWN ON PLAN

CONCRETE CURB \

ROAD SURFACE \

GENERAL NOTES

-2 GRASS__I._ \VIDTH AS SHOWN ON PLAN—]

5l_0|l

1. 3" PREFORMED EXPANSION JOINTS SHALL BE PLACED 12' O.C.
WITH DUMMY JOINTS EVERY 4' OR AS DIRECTED.
2. 2" STEEL TROWEL FINISH ALONG ALL EDGES AND ALL JOINTS IS

REQUIRED.

BLACK FRICTION GUARDS

REVISED PER STAFF COMMENTS
ISSUE

12/27/19
REVISION DATE
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BITUMINOUS JOINT FILLER STRIP
STRAW BROOM FINISH 5" GLASS "C" CONCRETE STRAW AN 5" CLASS "C" CONCRETE N
(6" CLASS "C" FOR DRIVEWAYS) CONCRETE CURB _ (6" CLASS "C" FOR DRIVEWAYS)
_SLOPE 1/4"LF WIoxs 10 e DED \ SLOPE 1/4'/LF Wi £x6 #10 WELDED
— 5 ; ROAD SURFACE ———
,rf\ '._.:'.4. ?. PR ‘ \ . 4|_6||
!
BV ANANANANTAANTNIN % e
S AR
NS 8" PROCESSED 8" PROCESSED
/ ]
AGGREGATE BASE AGGREGATE BASE X
1|_0ll
GENERAL NOTES 1'-1"—
1. 2 PREFORMED EXPANSION JOINTS SHALL BE PLACED 12' O.C. 3'-2"
WITH DUMMY JOINTS EVERY 4' OR AS DIRECTED.
2. 2"STEEL TROWEL FINISH ALONG ALL EDGES AND ALL JOINTS IS 12.5 S.F.
REQUIRED.
CONCRETE SIDEWALK ALONG CONCRETE SIDEWALK ALONG WHITE PAVEMENT ARROW
RAYFIELD RD. TYPICAL CROSS SECTION POST RD. E TYPICAL CROSS SECTION TS
(NTS) (NTS)
.
1.5" ASPHALT TOP COURSE o | o | o

BLACK VINYL COATED GUY

WIRES - 120° EACH

_I_I__I_I_I_II_II_III__IIIIIIIIIJ (IRRRRRIRINRRRRERANINN |y

(NTS)
6' HIGH FENCE —\
@ @)
g CONCRETE SLAB
16
TWO GATES WITH LATCH
DRILL HOLE IN PAVEMENT
DRIVEWAY PAVEMENT FOR GATE LATCH
(NTS)
3
A
PRUNE { OF LEAF | \i‘ 4
AREA WHILE RETAINING e DEPTH
SHRUB'S NATURAL FORM - ,
X ) 1277
A - z
: g 2 L7
N % g 2= 3" SAUCER RIM
5% == 3" MULCH
=h =
FINISHED GRADE
— N L4 \_L

REMOVE BURLAP FROM
TOP OF BALL, REMOVE
ANY PLASTIC WRAPPING
ENTIRELY FROM BALL.

MANURE MIXTURE IN 6" TO 9" LAYERS.
WATER EACH LAYER UNTIL SETTLED.
DO NOT TAMP.

ADD FERTILIZER OR LIME AS SPECIFIED.
BREAK SUB-SOIL WITH PICK PRIOR TO
BACKFILLING.

. — 7
'- @——— BACKFILL WITH TOPSOIL, PEAT MOSS AND

PLANTING DETAIL FOR SHRUBS

(NTS)

=

R

BALL DIA.

BALL DIA. X 2

NOTE:
1. REMOVE ALL PLASTIC & WIRE TABS
2. DO NOT CUT BURLAP FROM SIDES OF BALL

3. REMOVE ALL PLASTIC CORDS FROM TREE BALL,

IF PRESENT

DECIDUOUS TREE PLANTING

(NTS)

TURNBUCKLE PAINTED BLACK
(3 PER TREE)

TREE WRAP MAIN TRUNK WITH
50% OVERLAP TO SECOND BRANCH

SOIL SAUCER, TOP MULCH
AT 3' DEPTH

FINISHED GRADE

GROUND ANCHOR FLUSH
WITH GRADE

> PLANTING BACKFILL MIXTURE
(SEE SPECS)

[N— DO NOT EXCAVATE LOWER THAN
BALL DEPTH

SUPERPAVE HMA S0.375 MIX

2.5" ASPHALT BINDER COURSE
SUPERPAVE HMA S0.5 MIX \

\— PROCESSED AGGREGATE
BASE 8" THICK

ASPHALT PAVEMENT DETAIL (RAYFIELD RD. & ON-SITE)

(NTS)

JUTE NETTING SHALL BE PLACED IN
SWALE AT TIME OF INSTALLATION

X2
SOSOSO)

-

~Ne
-0-0-0;
.- Olele;
AL LILI LI AT

0:0:0-0-0-0:0:0-0-
000 0-0-0-0-0:¢

12" OF AMENDED SOIL- 50% SAND,
20-30% TOPSOIL W/ LESS THAN
5% CLAY, 20-30% LEAF COMPOST

S

SO0

12" THICK LAYER OF WELL GRADED
GRAVEL LES THAN 5% FINES

VEGETATED SWALE

(NTS)

|~ vARIES—]

JUTE NETTING SHALL BE PLACED IN
/_ SWALE AT TIME OF INSTALLATION

12" OF AMENDED SOIL- 50% SAND,

20-30% TOPSOIL W/ LESS THAN
5% CLAY, 20-30% LEAF COMPOST

Y 5

12" THICK LAYER OF WELL GRADED
GRAVEL LES THAN 5% FINES

PLANTED AREAS ALONG RAYFIELD ROAD

PROPOSED SITE IMPROVEMENTS FOR AN EXISTING CAR DEALERSHIP

(NTS)
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BY PUBLIC AGENCIES ONLY
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TYPICAL METAL SIGN POSTS

SECTION A-A L

W
i
-~ N
{ |
[ {

SELF LOCKING NUT WITH PLASTIC OR FIBER INSERT —

WASHER

TYPICAL SIGN PANEL ATTACHMENT

NYLON WASHER —

1;_.-32 " I.D. X 11 16 " 0.D. X 1 i6 " THICK _‘\I \

\\ \\\

——SIGN PANEL

—— 346" BOLT
HEX HEAD

\\\ \
\ h

METAL DELINEATOR POST

WT./FT. =

2" MIN.
e

1.12 LBS./FT. MIN.

g

i)

GENERAL NOTES:

1. STEEL FOR DELINEATOR POSTS SHALL BE ASTM A36 STEEL.
STEEL FOR ALL OTHER POSTS SHALL CONFORM TO THE MECHANICAL
REQUIREMENTS OF ASTM A 499 GRADE 80 AND TO THE CHEMICAL
REQUIREMENTS OF ASTM A1l CARBON STEEL TEE RAIL HAVING NOMINAL
WEIGHT (MASS) OF 91 LBS. OR GREATER PER LINEAR YARD.

2. AFTER FABRICATION, ALL STEEL POSTS, STRAPS AND PLATES SHALL BE
GALVANIZED TO MEET THE REQUIREMENTS OF ASTM A123.

3. WASHERS FOR BREAKAWAY INSTALLATIONS SHALL MEET ASTM F436, TYPE 1.

4. SPACER BAR FOR BREAKAWAY INSTALLATION SHALL CONFORM TO

REVISED PER STAFF COMMENTS
ISSUE

12/27/19
REVISION DATE

INVESTIGATIONS BY THE STATE AND IS

IN NO WAY WARRANTED TO INDICATE
THE CONDITIONS OF ACTUAL QUANTITIES
OF WORK WHICH WILL BE REQUIRED.

AT

DEP

ARTMENT OF TRANSPORTATION

W Iy £ Lot —

APPROVED BY:

Mary E. Baker, P.E.
2017.06.13 15:28:14-04'00'

NAME/DATE/TIME:

STANDARD SHEET

%;/ 3/n 5/ n 1/ 78" MIN.
£ = o L0 87 0R R Srar™ THIEGS s THE MECHANICAL REQUIREMENTS OF ASTM A36.
8 SECTION C-C
J 5. ALL BOLTS, NUTS, AND WASHERS FOR BREAKAWAY INSTALLATIONS SHALL BE
, BACK-UP PLATE lg" THICK
15":16 " —a4" GALVANIZED TO MEET THE REQUIREMENTS OF ASTM A153.
Y
'YPICAL BACK TO BACK SIGN PANEL ATTACHMENT E) ¥ 6. ALL SIGN POSTS SHALL HAVE BREAKAWAY FEATURES THAT MEET AASHTO
; } WASHER  114," 1.D. X 146" 0.D. X 116" THICK —  ereN PANEL (': 0] (*: REQUIREMENTS CONTAINED IN THE CURRENT "STANDARD SPECIFICATIONS FOR
A A "\ //\ N\ 8 STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS."
//' ""..1\ G"/ Xy — THE BREAKAWAY FEATURES SHALL BE STRUCTURALLY ADEQUATE TO CARRY THE
i _/ ) e SHALL BE IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS.
/s" DIA. HEX HEAD '\
LS R £ 7. SIGN POSTS SHALL BE 4 LBS./FT.
\—30 - 33" DIA.
HOLES 1" O.C.
6'_6" ‘!
LENGTH AS REQUIRED —e 0) NYLON WASHER —< | OR
O 34" 1.D. X 54" 0.D. X 154," THICK i LENGTH
() 5 IS AS A GROUND
O /-"' REQUIRED ‘ LINE
C) 1/ m !
BACK-UP PLATE lg" THICK —
8 TYPICAL BACK-UP PLATE
o) 2" 24" MIN
| o) 3 EMBEDMENT
i BN () 3%
b { T — 34" DIA. HOLE
A A
| TAPER / BOLTS - STAINLESS STEEL CONFORMING TO ASTM F593, 3*|(£5) R"""““\—TAPER
3y | g ALLOY GROUP 1 OR 2 (ALLOY TYPES 304 OR 316). v r
’ SELF LOCKING NUTS - STAINLESS STEEL CONFORMING TO ASTM F594,
ALLOY GROUP 1 OR 2 (ALLOY TYPES 304 OR 316).
WASHERS - STAINLESS STEEL CONFORMING TO ASTM A240,
(ALLOY TYPES 304 OR 316).
BREAKAWAY INSTALLATION [YPICAL SIGN POST INSTALLATION IN LEDGE [YPICAL SLEEVE 45° MOUNTING BRACKET
FOR 4 LBS./FT. POSTS FOR PAVED AREAS FOR INSTALLATION OF PARKING SIGNS
LEDGE SHALL BE REMOVED TO DRIVE THE BASE POST TO A DEPTH OF 38". — 6" POLYVINYL CHLORIDE CONDUIT
\_ SCHEDULE 40 OR 80
HOLE SHALL BE FILLED WITH SUB-BASE MATERIAL AND COMPACTED WITH A TAMPING \
— BAR, OR TECHNIQUE APPROVED BY THE ENGINEER, PRIOR TO BASE POST INSTALLATION.
& ﬂﬂ 314" /38" DIA. HOLE
G o, / j/‘
SECTION F-F + 1'[ ! _é | [dgn
A ] | ] | 2
DIRECTION [| ~—— BREAKAWAY ﬁ
— OF TRAVEL f : II B et »
| I a1\ 64"
| l P : HH 1) DIRECTION ’ 5" |
| & O] | 4 AR ] OF TRAVEL . B =" Y28 * HEX. HEAD BOLY
g | | REVEAL ] B -
[ RN Il jrl*""'”— BREAKAWAY RS, ST | NYLON WASHER
| 2 | | ] - SIGN POST 6" X 1" —_ \ i 114" I.D. X 54" 0.D. X 145" THICK
| » | O | ' I Hl HEX HEAD BOLT L ;
-l | ) I i e | et e GROUND LINE a8 | __RADII SHALL BE AS SMALL AS PRACTICAL
{T _V“"’ | | z = e’ 'afl—t%-_mﬁ ] Sho By oy in Al DIRECTION 35" DIA. HOLE ﬁ\\ ==
j e g A AgE U e [1]| 4" MAX OF TRAVEL D 080 THICK ALUMINUM
N | L — | | et e emmmous | 11| ReveAL o g
= 1 ~ | ~ | e A . \ —— STAINLESS STEEL WASHER
v ] i f [ il A ST \
I ‘I 5 | | VARIES o B Ty w s Ty : - A SUB-BASE SIDEWALK ovC H: e 1.D. X Wqe" 0.D. X V46" THICK
I I C) I n Tl‘- i (' ,: ’*_..‘ "_r" ‘ _r ‘ _rl: . i e e
| REVEN. | | 38" MIN a2 e | g | el g s Y ] " SELF LOCKING NUT WITH
| ‘ 4" | o) | EMBEDMENT “en i ol @ [t SR’ 1S hTY B PLASTIC OR FIBER INSERT.
o a e 1 L’ ! ¢ s
-l ,|\/\_~ . GROUND | - el a1 N NAEE N[ g - “—SELF LOCKING NUT WITH
il | i LINE “ Y11 Q|| = COMPACTED &8 P AT, | --rn PLASTIC OR FIBER INSERT.
- . 1k . 8 s | <> W o FEE SUB-BASE SN /SO | I i A
] H - ~| l = | ey MATERIAL i 5 = @) | = = —STAINLESS STEEL WASHER
A= " =T VARIES Ve e i 1 = o S ,/ 11 " 11 " 1/ m
. 3 38" MIN / T 1o x I 3 e 2. 42" LD. X 1Y¢" 0.D. X Yjg" THICK
A |8 EMBEDMENT// | | 1B e N | W WL W l=" 17 it 1
__# a . | Pt j ~ st i S : - — NYLON WASHER
GALVANIZED STEEL [ [ 42" £-5 16 ' DIA. GRADE 9 | C) I 1 T _ |»‘ e /_ S g | e - .( 11_,.32 "1D.X 58" 0.D. X 132" THICK
BAN BPRCER, L T T CADMIUM PLATED HEX HEAD o LEDGE bl T | \ S |
ZRL(;:ST:ERABRV;\?&V\)/(AY 2SY-2'1FkE.M I(‘j‘) BOLT WITH FLAT WASHER, o) 4 MIN 7 ~ _ SUB-BASE
om f i
THAT MEETS MASH OR NCHRP 350| | HOCK VASHER AND HER, NUT. RIA / e—
CRASH TEST REQUIREMENTS CONMPRETER FilL
FOR 4 LB/FT POSTS
A N SUBMITTED BY: NAME/DATE/TIME: S?ANDARD SHEET TITLE: GUIDE SHEET NO.:
=y C ) ) Mark F. Makuch, P.E.
gﬁi.&%ﬁ?&g%}%&“ﬁ}&“&% N THESE éﬁ%ﬁ‘gk %Ji %u@wﬁ 2017.06.07 07:30:30-04'00' CTDOT
SHEETS IS BASED ON LIMITED \\@ > M ETAL SIGN POSTS

AND SIGN MOUNTING DETAILS [ -208-02

6-2017
e (e NOT TO SCALE g 14- )—f  Gregory M. Dorosn, P
| REV. DATE REVISION DESCRIPTION Plotted Date: 6/6/2017 Filename: TR-1208 02 May 2017 Revision.dgn Model: TR-1208 02 : 2017.06.15 09:27:29-0400 OFFICE OF ENGINEERING
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PLANTING LEGEND

DEALERSHIP LANDSCAPE PLANTINGS

QTY | Key | BOTANICAL NAME COMMON NAME SIZE HEIGHT | ROOTS | COMMENTS
7 ARQO | Acer RuBrUM "OCTOBER GLORY OcToBER GLORY UPRIGHT RED MAPLE 4"cal. B&B UPRIGHT
GROWTH
9 BND | BETULA NIGRA ‘DURA HEAT DuRrA HEAT RIVER BIRCH 12-14’ B&B MULTI-STEM
9 HH | HeDERA HeLx ENGLISH Ivy 5 gal. CONT. TRAINED ON
TRELUS
336 | HXH | HemErocaus X. ‘Happy RETURNS' Haprpy RETURNS DAvLILLY 5 pt. CONT. FULL
111 | IVH | MEAVIRGINICA ‘HENRY'S GARNET' HEMRYS GARNET VIRGIMIA SWEETSPIRE 15-18" CONT. FULL
447 | LMB | Lirioee Muscarl ‘Bi BLUE' BiG BLUE LILLY TURF 5 pt. CONT. FULL
27 | MDC | MicrosioTa DecussaTa ‘CONDREW’ | BLUE SIBERIAN CARPET 18" spread CONT. FULL
40 | NED | NePeTA FaasseNi ‘DROPMORE’ DROPMORE CATMINT 1 gal. CONT. FULL
208 | PAH | PENNISETUM ALOPERCUROIDES HAMELN DWARF FOUNTAIN GRASS 1 gal. CONT. FULL
‘HAMELN'
23 | PLO | PRUNUS LAUROCERASSUS ‘OTTO OTTO LUYKEN CHERRY LAUREL 18-24" CONT. FULL
LUYKEN'
5 QPG | QuERCUS PALUSTRIS ‘GREEN PILLAR" | GREEN PILLAR PiN OAK 3.5-4" cal. B&B UPRIGHT
GROWTH
25 SJP | SPiReA JarONICA ‘LITTLE PRINCESS LITTLE PRINCESS SPIREA 15-18" CONT. FULL

NOTE: ALL BEDS TO BE MULCHED WITH ORGANIC SWEET PEAT MULCH

EX. LIGHT POLE
TO REMAIN

3 SJP

N 54°03'30" W
170.05' TO DRILL HOLE FOUND

4 QPG s‘g _@_ — 6 IVH—"\
,“! 1 QPG

&0

N 35°40'30" E

PR. 8'x 16'
DUMPSTER
ENCLOSURE

‘0’

I
N

e

248.32'
. ] -_—
| |
|
|

7 PAH 3 SJP

EP AT

&

-

D —\

)

.o

SHCHOHCHEHOIENEIE

POST

ROAD
US. ROUTE 1

EX. LIGHT POLE
TO REMAIN

S 54703307

10 NFD

2' WIDE GRASS STRIP
3 SJP 3 SJP 3 SJP 3 SJP ° SJP‘\‘\
W s w—E—

O A

A\

; 9.7
NoL50

15 HXH

2 BND—

16 PAH—

41VH
24 HXH—

20 NFD—
4 IVH—

16 PAH—]
10 NFD—

EXISTING ROOF |
OVERHANG TO BE vl
REMOVED 4 _|/

s ¢

PROPOSED 2ND STORY
ADDITION TO EXISTING BUILDING
(REFER TO ARCHITECTURAL
DRAWINGS FOR ADDITIONAL :

INFORMATION) T

®
|~
®0®|e|leloloelolelelelel®

|
F-1-

38 HXH
1 ARO

I~— LIMIT OF PR.
ENTRANCE CANOPY
L —4 BND

——6 MDC

L—10 IVH

— 60 HXH

—7 MDC

—66 HXH
—7 MDC

—5IVH

—7 MDC<

-—52 PAH

30 LMB—|
5PLO—|

89°'6E¢

4 PLO

LD R

N
s
<
T

#556 POST ROAD EAST 4 PLO—e
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